Abstract: Condition monitoring has been an active area of research in many industrial fields during the last decades, particularly in fluid power systems. This paper presents a solution for the fault diagnosis of a variable displacement axial-piston pump, which is a critical component in many hydraulic systems. The proposed methodology follows a data-driven approach including data acquisition and feature extraction and is based on the analysis of acceleration signals through the theory of cyclostationarity. An experimental campaign was carried out on a laboratory test bench with the pump in the flawless state and in faulty states. Different operating conditions were considered and each test was repeated several times in order to acquire a suitable population to verify data repeatability. Results showed the capability of the proposed approach of detecting a typical fault related to worn slippers. Future works will include tests in order to apply the approach to a wider set of faults and the development of a classifier for accurate fault identification.
Introduction
In the last decades, the online condition monitoring of systems and components have been acquiring more and more importance for industries in order to definitively quit time-based maintenance and turn to condition-based maintenance. The time-based preventive maintenance does not consider the actual health state of the system, but it follows a schedule for periodic inspections during which the system is stopped or its productivity is somehow reduced. Therefore, the inspections performed when the system did not require any maintenance led to a useless system downtime and consequent loss of productivity. Nowadays, the trend is to move from time-based maintenance to condition-based maintenance, where the inspections are performed only when they are effectively required. The implementation of condition-based maintenance relies on an effective prognostics and health management (PHM) system, whose function is to identify if and when maintenance action is required. For this reason, in the last years, the research in the field of PHM has been growing in many industrial applications, making PHM one of the hottest research topics in the engineering field. The adoption of PHM solutions can therefore lead to important advantages in terms of reliability, security, and productivity of the system. This effort is transversal and active in many fields, including for oil hydraulic circuits and components. The leading sectors in the hydraulic circuit PHM are those where a plant downtime can lead to huge money losses, for instance, oil and gas and chemical industries, and those where strong security issues are involved, such as in the hydraulic systems installed on aircrafts [1, 2] . The PHM solutions can also be exploited to improve the reliability of hydraulic components, such as a hydraulic pump, which is the object of this paper. Both diagnostics and prognostics are essential tasks for the implementation of condition-based maintenance, but they have different objectives. The diagnostics aims at identifying the health state of the system and can be considered the first step for the prognostic process, which in turn aims at identifying the remaining useful life (RUL) of the system. Different methodologies and approaches for the diagnostic process have been proposed in many engineering fields and they can be separated into two main classes: data-driven approaches and model-based approaches [3] . In most applications, the development of a numerical model which can be exploited for diagnostics is a difficult task; therefore, data-driven approaches are preferred.
The calculation of the RUL of a mechanical system or component is a very difficult task because it requires the capacity of foreseeing the evolution of a fault in the future. Even in prognostics, a classification in model-based approaches and data-driven approaches can be made, with the former preferred in most applications, but the development of a fault growth model is extremely complex for most of the deteriorating mechanisms in mechanical systems.
The objective of diagnostics can be summarized in the expression: fault detection and identification (FDI), which is often used in the literature. Indeed, the diagnostics aim at detecting whether a fault is present in the system first (fault detection) and then at identifying which fault occurred (fault identification). Any diagnostic approach requires the acquisition of signals from the system and therefore requires the installation of a suitable set of sensors for the system monitoring. The acceleration signals convey a lot of information about the system's healthy status and are currently used for the monitoring and diagnostics of different mechanical systems.
The acceleration signals are the result of excitations due to many sources: for example, in the case of an internal combustion engine [4, 5] , the acceleration signal acquired by means of an accelerometer installed on a precise position on the engine is caused by the gas combustion, the reciprocating motion of the pistons, the contacts' forces in the cam mechanism, and so on. Therefore, the acquired acceleration signals contain contributions due to all these phenomena. From one end, the signal contains information which can be used for condition monitoring or diagnostic purposes, but on the other end, all these contributions are mixed together and therefore the information carried by the signal is difficult to interpret; therefore, a preprocessing of the raw signal is needed to extract features which are related to the machine faults.
Furthermore, the use of accelerometers is the standard for the monitoring and the diagnostics of bearings [6, 7] that are present in any roto-dynamic machine and also in centrifugal and positive displacement pumps. Acceleration signals have also been exploited for the detection of cavitation in centrifugal and gerotor pumps [8, 9] ; for this purpose, noise measurements have also often been considered [10, 11] .
The vibration of hydraulic pumps, which can be measured using accelerometers installed on the pump case, is affected by the majority of the faults, and therefore it is considered in many works which propose diagnostics solutions for hydraulic pumps [12] [13] [14] [15] [16] . Other works about condition monitoring exploit vibration signals to train neural networks and compute the diagnosis [17] [18] [19] . Besides the acceleration of the pump case, another important signal which is affected by the faults and can be used for the development of an effective diagnostic algorithm is the delivery pressure signal [20] [21] [22] [23] . The delivery pressure can be measured by means of cheaper sensors, but it can detect only faults that involve the fluid dynamics of the system. Temperature signals have also been exploited for the monitoring of hydraulic pumps. The differential temperature between inlet and outlet ports can be used to compute the overall efficiency for the evaluation of the machine performance. This method has been applied to an external gear pump [24] and to a variable displacement axial-piston pump with external drainage [25] . The approach is not suitable when the pump operating conditions change rapidly because the efficiency measurements are affected by the time constant of the temperature sensors; its application is limited to stationary conditions. This paper presents a methodology for the analysis of acceleration signals and demonstrates its application for the diagnostics of a variable displacement axial-piston pump. This methodology relies on the theory of cyclostationarity. This approach has been proposed in the literature: in [26] , the theory of cyclostationarity has been applied in order to discriminate the different sources of signal in helicopter gearboxes, such as gear signals, which are purely periodic, and bearing signals, which highlight some randomness and which are approximately second-order cyclostationary; how cyclostationarity can be exploited in machine diagnostics and the separation of different mechanical sources is demonstrated in [27] . Following the theory of cyclostationarity, the proposed methodology decomposes the acceleration signal in its periodic first-order cyclostationary (CS1) and second-order cyclostationary (CS2) components. These two parts contain information about different phenomena and need to be separated and processed with different tools. This decomposition of the signal is connected with the field of blind source separation (BSS), which aims at extracting all the independent sources from the analysis of the output measurements. The independent sources are the different excitation forces, while the output measurements are the accelerations signals acquired in different positions and directions. The objective of BSS is ambitious in the case of mechanical systems because there are many sources and their number is hardly known; a list of difficulties for the application of BSS techniques in the field of mechanical systems can be found in [28] . However, in many applications, the complete knowledge of the sources is not required and the ambition of the BSS can be reduced; instead of extracting the set of independent sources, the contribution of any source could be extracted by introducing the concept known in the literature as blind component separation (BCS) or blind signal extraction (BSE) [29] .
The methodology proposed in this work for the separation of the different components of an acceleration signal follows the general guideline proposed by Antoni in [30] . The methodology is then applied on experimental signals acquired from two accelerometers installed on the pump case. The experiments were carried out in healthy and faulty conditions; the faulty condition was created by introducing artificially worn piston slippers within the pump. The results show that the proposed methodology for the analysis of the acceleration signals can extract features which highlight the presence of the considered fault.
Data Preprocessing and Analysis Procedure
A generic acceleration signal x[n] is decomposed into three main components as illustrated in Equation (1):
• p[n] is the predictable part of the signal: the CS1 part, i.e., the periodic part of the signal;
is the CS2 part of the signal defined over the set A of cyclic frequencies of interest; • n[n] is the remaining noise which contains the contributions which are not of interest, or anyway which are not included in p[n] or in c[n]. This part can also contain CS2 contributions which are related to cyclic frequencies not included in the set A.
The proposed decomposition scheme is particularly suitable for the analysis of acceleration signals; Equation (1) is also a valid scheme for modelling acceleration signals. Only the CS1 and the CS2 components are considered because they are the most relevant in acceleration signals; the contribution at higher orders are usually negligible. The three components contain the contributions of different sources; for example, in rotating machines, the periodic component is usually linked to imbalances, misalignments, eccentricities, etc., while the CS2 part is due to other phenomena such as wear, friction forces, fluid turbulence, etc. A typical example is that of the gearbox [26, 30] , where the contributions due to the gear meshing are CS1 and therefore included in p[n], while the contributions due to the ball bearings are CS2 and therefore included in c [n] .
The application of the proposed methodology allows the separation of different contributions which can be analyzed with most suitable tools. In particular, the periodic part of the signal can be effectively analyzed with the classical Fourier spectrum and do not need advanced cyclostationary tools. The CS2 part instead can be analyzed with the CS2 tools (cyclic modulation spectrum, spectral correlation density, and cyclic spectral coherence). The separation of the different parts is also important so as to eliminate the mutual interferences which can cause misleading results. In particular, it is a key point to extract the predictable part before analyzing the CS2 part [28] .
The extraction of the predictable part p[n] of the acceleration signal consists in extracting its periodic part (CS1 part). The predictable part of the signal corresponds to its expected value:
where the expected value operator E refers to the ensemble average and not to the time average. The ensemble average is computed by averaging different repetitions of the same stochastic process. Since the expected value is the periodic part of the signal, it can be computed through the operator P, which extracts all the periodic components of the signal under the hypothesis of cycloergodicity. The property of cycloergodicity for cyclostationary signals is equivalent to ergodicity for stationary processes; therefore, for a cyclostationary and cycloergodic signal x[n], the ensemble average is equivalent to the infinite cycle average [28] :
where N is the cycle length and K is the number of considered cycles. This formulation extracts only the periodic components which are multiples of the cycle, which needs to be known a priori. In the case of the hydraulic pump considered in this work, the basic cycle corresponds to one shaft revolution. In general, for rotating machines, the basic cycle can be calculated considering the kinematics of the machine. The simplest and most adopted technique for the calculation of an estimate of the predictable partp[n] is the synchronous average (SA) [28, 31] . Given a signal x[n] of finite-length L corresponding to K cycles of N samples each, the SA is expressed by Equation (4):
where the m variable resets at the end of each cycle and is constrained in the range [0, N − 1]:
Basically, the SA is the cycle average computed on a finite number of cycles (this is always the case for actual signals). An equivalent expression in the frequency domain [30] is reported in Equation (6):
Equation (4) shows that the SA permits extraction of the predictable part at frequencies which are integer multiples of the cycle. The mathematical implementation of the SA is simple, but it faces some practical problems. Both formulations require an extremely precise estimation of the cycle length N and both require L and K to be integers; furthermore, Equation (4) also requires N to be an integer. All these conditions are easily satisfied if the acceleration signal is acquired with an angular sampling; in this case, N is an integer and is also known exactly since it depends on the acquisition system. If a time sampling is adopted, in general, N is not an integer and needs to be estimated since it depends on the sampling frequency and the machine angular velocity. Some angular resampling techniques [32] are available to make N an integer and use Equation (4) to compute the SA. These techniques require a tachometer for order tracking to correct speed fluctuations in the signal of at least one sample per cycle. However, a tachometric signal is not always available. Some attempts of computing the angular resampling without a tachometric signal have been done [33, 34] , but the obtained results showed some limitations in comparison to classical angular resampling techniques.
It is important to note that in rotating machines, the acceleration signals are theoretically cyclostationary in the angular domain and not in the time domain. Indeed, the phenomena which excite the output signal are cyclic with reference to the angular position and not necessarily to the time variable. This point becomes particularly important when the machine angular velocity is not perfectly constant over time, but it experiences some fluctuations. For this reason, an angular sampling, or an angular resampling, is required for a proper analysis of machine signals.
The proposed procedure decomposes the acquired signal into several components which need to be analyzed with the proper tools. A block diagram of the proposed procedure is reported in Figure 1 . The first step of the procedure consists in obtaining an acceleration signal x, a function of the angular position θ. The signal x(θ) can be directly obtained through an angular sampling if a relative encoder is available to drive the acquisition. If the use of an encoder is not feasible, the time sampling of the acceleration signal x(t) is simpler to perform. The signal x(θ) in the angular domain can be obtained through the application of one of the angular resampling procedures presented in [31] ; these procedures require the availability of a tacho signal T(t). The tacho signal could just be a signal with one impulse per revolution or it could consist of multiple impulses per revolution; the greater the number of impulses and the better the sampling will reduce the errors, due to the angular velocity variation within each revolution. Once the signal x(θ) in the angular domain is available, the synchronous average p(θ) can be extracted with the algorithm presented in the previous section. The SA contains the CS1 components of the signal and therefore must be analyzed with the standard tools for the frequency analysis, such as the Fast Fourier Transform (FFT) or the Power Spectral Density (PSD). The residual signal r(θ) can be computed by subtracting the SA from the acceleration signal x(θ). The residual signal contains the CS2 components and the higher-order cyclostationary components of the signal. The CS2 components can be analyzed through the tools presented in the previous section, such as the Spectral Correlation Density (SCD) and the Cyclic Spectral Coherence (CSC). It is important to subtract the SA before executing the analysis of the CS2 components, because the presence of periodic components could alter the results of the CS2 analysis. The residual signal also contains the background noise, which could make the results of the CS2 analysis less clear. The results presented concerning the CS2 analysis (e.g., Figure 12 ) appear clear without significative dispersion (grey area).
This analysis procedure allows one to separate the effects of different sources and analyze them, reducing the interferences [6, 7] . Indeed, different faults induce different effects; for example, some faults could induce a modification of the periodic part of the signal, evident from the CS1 analysis, while other faults could induce a different power modulation of the signal, evident from the CS2 analysis.
Experimental Activity
The methodology proposed in the previous section for the analysis of accelerations signal was applied on the data collected from two accelerometers installed on a variable displacement axial-piston pump. The pump was tested both in healthy and faulty conditions, and the final goal of the analysis was to extract suitable parameters for the pump diagnostics. This section presents the experimental layout and the experimental tests. The hydraulic pump considered in this activity is an axial-piston swash plate type with a maximum displacement of 84 cm 3 , produced by Casappa S.p.A ® (Parma, Italy). The pump was equipped with a Flow Compensator (FC) and a Pressure Compensator (PC) and was tested in a load-sensing (LS) configuration; the hydraulic scheme of the experimental layout is reported in Figure 2a . All the tests carried out were executed on the test bench of the laboratory within the Engineering and Architectural Department of the University of Parma. The methodology proposed in the previous section for the analysis of accelerations signal was applied on the data collected from two accelerometers installed on a variable displacement axialpiston pump. The pump was tested both in healthy and faulty conditions, and the final goal of the analysis was to extract suitable parameters for the pump diagnostics. This section presents the experimental layout and the experimental tests. The hydraulic pump considered in this activity is an axial-piston swash plate type with a maximum displacement of 84 cm 3 , produced by Casappa S.p.A ® (Parma, Italy). The pump was equipped with a Flow Compensator (FC) and a Pressure Compensator (PC) and was tested in a load-sensing (LS) configuration; the hydraulic scheme of the experimental layout is reported in Figure 2a . All the tests carried out were executed on the test bench of the laboratory within the Engineering and Architectural Department of the University of Parma.
Two piezoelectric accelerometers (Acc1 and Acc2) were installed on the pump case as illustrated in Figure 2b and placed in orthogonal directions to understand which position provides the most relevant information. As shown in Figure 2b , the first accelerometer (sensor 1) was installed on the angular sensor of the pump, which measures the angular position of the swash plate; this accelerometer measures the acceleration in the direction of the suction-delivery flow. The second accelerometer (sensor 2) is installed on the cover of the pump and measures the acceleration in the direction of the piston's axis. Two piezoelectric accelerometers (Acc 1 and Acc 2 ) were installed on the pump case as illustrated in Figure 2b and placed in orthogonal directions to understand which position provides the most relevant information.
As shown in Figure 2b , the first accelerometer (sensor 1) was installed on the angular sensor of the pump, which measures the angular position of the swash plate; this accelerometer measures the acceleration in the direction of the suction-delivery flow. The second accelerometer (sensor 2) is installed on the cover of the pump and measures the acceleration in the direction of the piston's axis. Both accelerometers are the Brüel and Kjaer type 4370 with a bandwidth up to 10 kHz and a maximum continuous sinusoidal acceleration of 20,000 m/s 2 .
The acquisitions were performed using a relative encoder for the angular sampling. The relative encoder counts 3600 steps per revolution, corresponding to an angular resolution of 0.1 deg. The angular resolution of the relative encoder leads to very high sampling frequencies when the pump is operated at the most common operating conditions; for example, at 2000 r/min, the sampling frequency is 120,000 kHz. This sampling frequency is much higher than the frequency required to exploit the accelerometer's bandwidth.
The pump was tested in flawless and faulty conditions. The faulty condition was obtained by introducing artificially worn slippers in the flawless pump, replicating a common fault that occurs when the pump works in heavy working conditions for a long time. The dimensions of these worn slippers are equal to real worn slippers; with this procedure, in the future, the wear could be increased by machining the slipper. As suggested by the manufacturer, the worn slipper installed can be considered as an incipient fault, since the pump functioning was apparently the same as that of the flawless pump and the measured overall efficiency was unchanged.
The geometrical variations of the worn slippers can excite the pump case, inducing different vibrations. The flawless condition and the faulty condition were tested in the four operating conditions reported in Table 1 , with the swash plate angle corresponding to about half displacement. The considered operating conditions are typical for this kind of pump. For each acquisition, 900,000 samples, corresponding to 250 revolutions, were acquired. The tests were repeated 10 times for each operating condition in order to assess the repeatability of the acquisitions and extract robust features for the fault identification.
Experimental Data Analysis and Assessment
The objective of this section is to show how the proposed methodology for the analysis of acceleration signals can be used to identify the considered fault. In order to reduce the amount of data presented, only tests at 1500 r/min and 150 bar for both sensors are shown in detail, in addition to results for sensor 2 at 2000 r/min, which are reported in Section 4.3.
First-Order Analysis (Time Domain)
The first step of the proposed methodology consists of the calculation of the SA to extract the CS1 components from the raw signal; the SA has been calculated with 900,000 samples, corresponding to 250 revolutions. The residual signal, obtained by subtracting the SA from the raw signal, contains pure CS2 and higher-order components. Figures 3 and 4 report the raw signal, the SA, and the residual signal for the signal acquired with sensor 1 in the case of the flawless pump and faulty pump, respectively; the signals are reported over a period of two revolutions (720 deg). The SA is a cycle average and is repeated two times to cover the period of 720 deg. The SA shows a clear periodic behavior at the piston frequency (9 impulses per revolution). The residual signal collects the random part of the signal and does not show any repeatable behavior. A comparison of the SAs of the signals acquired from sensor 1 with the pump in healthy and faulty conditions is reported in Figure 5 .
The SA is a cycle average and is repeated two times to cover the period of 720 deg. The SA shows a clear periodic behavior at the piston frequency (9 impulses per revolution). The residual signal collects the random part of the signal and does not show any repeatable behavior. A comparison of the SAs of the signals acquired from sensor 1 with the pump in healthy and faulty conditions is reported in Figure 5 . The SA signals for the flawless pump show a clear periodic behavior at the piston frequency. The SA for the faulty pump, i.e., with artificially worn slippers, does not show any remarkable periodic behavior at the piston frequency and seems to be random. From this first result, the analysis of the SA of sensor 1 seems to be effective for the identification of the fault. Figure 6 reports the raw signal, the SA, and the residual signal for the signal acquired with sensor 2 in the case of the flawless pump. In this case, the shape of the SA does not show the impulses at the piston frequency found in Figure 4 for sensor 1. The SA signals for the flawless pump show a clear periodic behavior at the piston frequency. The SA for the faulty pump, i.e., with artificially worn slippers, does not show any remarkable periodic behavior at the piston frequency and seems to be random. From this first result, the analysis of the SA of sensor 1 seems to be effective for the identification of the fault. Figure 6 reports the raw signal, the SA, and the residual signal for the signal acquired with sensor 2 in the case of the flawless pump. In this case, the shape of the SA does not show the impulses at the piston frequency found in Figure 4 for sensor 1. The comparison among the SAs of the flawless pump and the faulty pump for the signals acquired with sensor 2 is reported in Figure 7 . Also, in this case, the SA signals of the flawless pump show a periodic behavior at the piston frequency, while the SA of the faulty pump seems to be more random. The analysis of the signals in the angle domain showed some differences; however, the tools presented will be applied to highlight the differences between the flawless and faulty case.
First-Order Analysis (Frequency Domain)
The first-order analysis in the frequency domain is performed by computing the FFT of the SA and the residual signals. Figure 8 highlights the FFT of the signals shown in Figure 3 . The FFTs are reported up to order 400, which corresponds to the higher limit of the bandwidth of the accelerometers (10 kHz); order 1 corresponds to the shaft frequency and order 9 to the piston frequency. The SA collects all the periodic components and the residual signal remains completely random; the CS2, or higher-order, components are not highlighted by the FFT. The peaks in the FFT of the raw signal are the same of the FFT of the SA; these peaks are at order 9 and at its multiples.
A comparison of the FFTs of the SAs with the pump in healthy and faulty conditions for the signals acquired with sensor 1 is reported in Figure 9 . The SA of the faulty pump does not show remarkable periodic components and looks random. This result confirms the result found in the analysis of the SA signals in the angle domain, as shown in Figure 7 . The comparison among the SAs of the flawless pump and the faulty pump for the signals acquired with sensor 2 is reported in Figure 7 . Also, in this case, the SA signals of the flawless pump show a periodic behavior at the piston frequency, while the SA of the faulty pump seems to be more random. The analysis of the signals in the angle domain showed some differences; however, the tools presented will be applied to highlight the differences between the flawless and faulty case.
A comparison of the FFTs of the SAs with the pump in healthy and faulty conditions for the signals acquired with sensor 1 is reported in Figure 9 . The SA of the faulty pump does not show remarkable periodic components and looks random. This result confirms the result found in the analysis of the SA signals in the angle domain, as shown in Figure 7 . The acceleration signal acquired from sensor 1 loses its periodic components in the case of the faulty pump. This result is very important because it allows the identification of the fault related to worn slippers, which is one of the most common faults occurring in swash-plate-type pumps. This result can be explained looking at Figure 5 , which reports the comparison between the healthy and The acceleration signal acquired from sensor 1 loses its periodic components in the case of the faulty pump. This result is very important because it allows the identification of the fault related to worn slippers, which is one of the most common faults occurring in swash-plate-type pumps. This result can be explained looking at Figure 5 , which reports the comparison between the healthy and The acceleration signal acquired from sensor 1 loses its periodic components in the case of the faulty pump. This result is very important because it allows the identification of the fault related to worn slippers, which is one of the most common faults occurring in swash-plate-type pumps. This result can be explained looking at Figure 5 , which reports the comparison between the healthy and the worn slippers. The slippers of the healthy case have a very similar height, while the slippers of the faulty case present different levels of wear and, in particular, different heights. In the healthy case, the slippers excite the pump vibration in the same way, leading to high harmonics at order 9 and its multiples. In the faulty case, the slippers excite the pump vibration in different ways; therefore, the harmonic at order 9 and its multiples reduce their intensity and the energy is distributed over the set of harmonics at multiples of order 1, i.e., the shaft frequency.
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(a) (b) A comparison of the FFTs of the SA with the pump in healthy and faulty conditions for the signals acquired with sensor 2 is reported in Figure 11 . The result highlighted in Figure 9 for sensor 1 is confirmed also for the signals acquired with sensor 2. In case of worn slippers, the harmonics at order 9 and at order 18 are remarkable and comparable to the ones found in case of flawless pump; at higher frequencies, the harmonics at multiples of order 9 are not evident and become comparable to the harmonics at multiples of order 1.
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(a) (b) Figure 11 . FFT of the synchronous average for (a) the flawless pump and (b) faulty pump for the signal acquired with sensor 2 (1500 r/min, 150 bar).
Second-Order Analysis
The CS2 analysis is performed by computing the spectral correlation density and the cyclic spectral coherence of the residual signals. The SCD highlights at which frequencies (orders in the angle domain) the signal power is modulated. The CSC is a normalized index that can be considered a measure of the degree of second-order cyclostationarity. Both these tools were calculated considering a signal length of 36,000 samples, corresponding to 10 revolutions, and a window length of 720 samples. With these parameters, the resulting resolutions are 0.1 orders for the cyclic frequency and 2.5 orders for the spectral frequency. Since the principal cyclic phenomenon is the one related to the pistons, only the cyclic frequencies around order 9 were considered to reduce the computational time. Figure 12 reports the SCD calculated for the signals acquired with sensor 1 with the pump operated at 1500 r/min and 150 bar. The plots show the cyclic order on the x-axis and the spectral order on the y-axis. For the flawless pump (standard), clear modulation at order 9 is present; the power of the random part of the acceleration signal is clearly modulated at the piston's frequency. For the faulty pump, modulations at other orders, multiples of order 1, are present. In case of worn slippers, not only the periodic part, but also the power modulation of the random part loses the dominant component at order 9 and shows components at multiples of the shaft frequency. The explanation of these phenomena is the differential wear of the slippers; each of them excites the pump vibration in a different manner and the component at order 9 reduces. 
The CS2 analysis is performed by computing the spectral correlation density and the cyclic spectral coherence of the residual signals. The SCD highlights at which frequencies (orders in the angle domain) the signal power is modulated. The CSC is a normalized index that can be considered a measure of the degree of second-order cyclostationarity. Both these tools were calculated considering a signal length of 36,000 samples, corresponding to 10 revolutions, and a window length of 720 samples. With these parameters, the resulting resolutions are 0.1 orders for the cyclic frequency and 2.5 orders for the spectral frequency. Since the principal cyclic phenomenon is the one related to the pistons, only the cyclic frequencies around order 9 were considered to reduce the computational time. Figure 12 reports the SCD calculated for the signals acquired with sensor 1 with the pump operated at 1500 r/min and 150 bar. The plots show the cyclic order on the x-axis and the spectral order on the y-axis. For the flawless pump (standard), clear modulation at order 9 is present; the power of the random part of the acceleration signal is clearly modulated at the piston's frequency. For the faulty pump, modulations at other orders, multiples of order 1, are present. In case of worn slippers, not only the periodic part, but also the power modulation of the random part loses the dominant component at order 9 and shows components at multiples of the shaft frequency. The explanation of these phenomena is the differential wear of the slippers; each of them excites the pump vibration in a different manner and the component at order 9 reduces. Figure 12 . For the flawless pump, a clear line at order 9 can be noticed, and this signal shows a clear CS2 behavior at the piston frequency. In the case of the faulty pump, the degree of second-order cyclostationarity at order 9 is lower and comparable to the degree found at multiples of order 1. Figure 14 reports the spectral correlation density calculated for the signals acquired with sensor 2 with the pump operated at 1500 r/min and 150 bar; also, in this case, the faulty pump presents power modulations at multiples of order 1 at spectral frequencies around order 250. Figure 12 . For the flawless pump, a clear line at order 9 can be noticed, and this signal shows a clear CS2 behavior at the piston frequency. In the case of the faulty pump, the degree of second-order cyclostationarity at order 9 is lower and comparable to the degree found at multiples of order 1. Figure 12 . For the flawless pump, a clear line at order 9 can be noticed, and this signal shows a clear CS2 behavior at the piston frequency. In the case of the faulty pump, the degree of second-order cyclostationarity at order 9 is lower and comparable to the degree found at multiples of order 1. Figure 14 reports the spectral correlation density calculated for the signals acquired with sensor 2 with the pump operated at 1500 r/min and 150 bar; also, in this case, the faulty pump presents power modulations at multiples of order 1 at spectral frequencies around order 250. Figure 14 reports the spectral correlation density calculated for the signals acquired with sensor 2 with the pump operated at 1500 r/min and 150 bar; also, in this case, the faulty pump presents power modulations at multiples of order 1 at spectral frequencies around order 250. Analogue considerations can be extended to the other test conditions not reported for the sake of brevity. 
Assessment
The machine vibrations are the result of the contributions of different sources; an effective signal analysis requires the separation of these contributions in order to avoid interference.
The acceleration signals were acquired by means of two accelerometers installed on the pump case in different positions; since both accelerometers gave the same results, for online diagnostics, only one will be used in order to limit costs and installation space. Analogue considerations can be extended to the other test conditions not reported for the sake of brevity. 
The acceleration signals were acquired by means of two accelerometers installed on the pump case in different positions; since both accelerometers gave the same results, for online diagnostics, only one will be used in order to limit costs and installation space. Analogue considerations can be extended to the other test conditions not reported for the sake of brevity.
The acceleration signals were acquired by means of two accelerometers installed on the pump case in different positions; since both accelerometers gave the same results, for online diagnostics, only one will be used in order to limit costs and installation space.
The fault related to the worn slippers reduces the excitation at the piston frequency (order 9); this behavior is evident in the CS1 component and in the power modulation of the CS2 components.
The fault considered in this paper could be detected through the first-order cyclostationary analysis, but other common faults, such as cavitation erosion on the port plate and bearing faults, do not affect heavily the periodic part, but induce a change in the CS2 components at specific cyclic frequencies and spectral frequencies.
In this activity, the angular sampling was implemented by using a relative encoder, which is expensive and unsuitable for onboard diagnostics. To solve this drawback, a methodology based on the time sampling of the acceleration signals and a tacho signal for the angular resampling will be studied. Another aspect limiting the application of the proposed approach for online applications is the high computational effort required for the second-order cyclostationary analysis. To address this point, the application of this methodology to a narrow spectral order range will be considered.
Conclusions
In this paper, a methodology based on the theory of cyclostationarity is proposed for the analysis of acceleration signals issued by roto-dynamic machines.
The proposed methodology involves the extraction of the periodic component (CS1) by computing the SA of the signal. The calculation of the SA requires an angular sampling performed with a relative encoder, used as a trigger for the acquisitions. The CS1 component was analyzed by computing the FFT. The residual signal, obtained by subtracting the SA from the raw signal, contains only CS2 or higher-order cyclostationary components. In this paper, only the analysis of the CS2 components was addressed because these components are the most significant in roto-dynamic machines. The SCD and CSC were proposed to analyze the CS2 components in the frequency-frequency domain. The methodology was applied to a variable displacement axial-piston pump, and a common fault related to artificially worn slippers was considered. The worn piston slippers condition was detectable through the first-order cyclostationary analysis and was also evident in the second-order cyclostationary analysis of the residual signal. The identification of the fault related to the worn slippers is an important result since this fault is one of the most common for pumps of the swash-plate type.
In future works, the methodology will be tested on a wider set of faults in order to demonstrate that it can be effectively applied for the detection of the most common incipient faults in axial-piston pumps. For online applications, the features of interest can be calculated only, reducing the computational effort and avoiding the calculation of useless parameters.
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